
             MAGIC BUTTON       

APPLICATION
The Liftmaster®  Magic Button Fast Sliders are built 
for intensive and reliable operation. They are 
suitable for all cantilever and bottom track gates 
with adequate gate stops which have been 
appropriately engineered for the application.

CONSTRUCTION
A worm gear reduction gearbox is mounted on 4mm
thick plate, Zinc plated for rust prevention.
The entire unit is covered by a stainless steel 
enclosure. 

An elevated mounting plate provides an installation
platform for the logic control and safety accessories.

MOTOR AND GEARBOX
The Inverter driven 0.55kw motor and 29:1 speed
reduction gearbox provide long life and reliability.
Conveniently only 10 amp 240v power is required.

SPEED
Depending on the application, mass and engineering
of the gate, a gate speed of up to 600mm per second
is achievable. Speed flexibility – slow start / slow stop
with fast open – slow close for additional safety.

TRAVEL DISTANCE                                         
The standard unit does up to 10 metres, but with the
addition of an extended limit box (FS23 only ) 
20 metres is obtainable. 

SAFETY
A sensitive inbuilt adjustable clutch offers an excellent
last resort anti crushing device. However, the 
installation of appropriate safety devices applicable for
the situation is mandatory. A power isolation is 
provided for maintenance.

LOGIC CONTROL
The operational sequencing of the motor is achieved 
by the exclusive Magic Button control board.
Depending upon the trigger and safety accessories
the motor can be operated in fully automatic mode or
by manual operation for open, close and stop. A partial
opening of the gate outside normal operation is also
achievable.
Building management systems, time clocks, lighting,
fire alarms, access control and other interface devices
can be incorporated by the Magic Button control.

WARRANTY                                                     
12 month warranty (subject to terms & conditions).

MAGIC BUTTON PERFORMANCE
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           MAGIC BUTTON        
FS23 & LPK5 TECHNICAL SPECIFICATIONS

 

              TECHNICAL DATA                    
Power Supply Required 240v AC

Absorbed Power (Watts) 550 W

Current Drawn (Amps) 4 Amp

Electric Motor 4 Poles – 1370 RPM

Standard Reduction Ratio 29:1

 Speed with 29:1 480mm / Sec.  

Start-up Torque with 29:1 97.6 Nm

Nominal Torque 29:1 61 Nm

Pinion Size Z25   (110mm diam.)

Rack Module 4

Type of Oil Mobil Gear 627

Temperature Range - 15°C to + 45°C

Weight of Operator 43 kg

As Liftmaster Electronics policy is one of constant improvement, we reserve the right to alter any part of these specifications without notice and without incurring any obligation.

LIFTMASTER ELECTRONICS PTY LTD   A.B.N. 58 000 266 035
PO BOX 54 ALEXANDRIA  NSW  1435  AUSTRALIA   PH: 61 2 9699 9654  FX: 61 2 9699 8443
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Liftmaster is not responsible for the failure to observe good technique in the construction of the structure to be motorised, or for any deformation that may occur 
during use.        Specifications and details of the brochure are to be read in conjunction with the Magic Button Fast Slider operators manual.
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ACCESSORIES
► Photo electric beams
► Vehicle detectors
► Traffic lights
► Flashing lights
► Safety light curtains
► Radio & access control
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